FIG. 1

face towards the outside of the house. Install screws in all mounting holes using shims if required. Fc
applications, drill through holes in sill and fasten with collarless anchors. Seal all screw heads in sill. If nailing fins are used

FOR APPLICATIONS WHERE THE SILL WILL BE "MUD" LEVELED, the American Arquitectural Manufacturers Association
(AAMA) advises that aluminum placed in contact with mortar or plaster should be painted with an alkali resistant paint.

Moving
Attach fixed panel retainer and bumper assembly by inserting two #8 x 1/2" self drilling screw into the main frame jamb. Panel
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Install latch handle as shown on package. Attach keeper to jamb using two #8 x 1/2" sheet metal screws supplied with handle set. S -
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#10 X 1 3/4" PPHSMS #10 X 1 1/4" PFHSMS #8X 1" PPHSMS #8 X 1/2" PPHSMS TEK #6 X 3/8" PPHSMS TEK Weatherstripping Plug Angle Bracket Fixed Panel Retainer Retainer Bumper
Frame Head Frame Sill Installation Main Frame Assembly 3 for each angle bracket Threshold Insert Fixed Panel Top Interlock Fixed Panel Interlock
& Jambs Installation Stainless Steel 2 for fixed panel retainer Part » 626 Part » 521 Part » 613 Part = 657




