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INSTALLATION INSTRUCTIONS
SERIES 600 ALUMINUM PATIO DOOR R-40 THREE PANELS
(ONLY 6-8 HEIGHT - WITH HIGH WATER SILL)

MOVING PANEL INSTALLATION

Insert panel from the outside of the house into the header pocket nearest from you. (Closest to the interior of the house.) Tilt
the panel slightly, placing the top corner edge of the panel into header pocket. Lift upward until panel clears sill track. Guide

the panel onto sill track. (See Fig. 2) Adjust bottom rollers at left and right side of moving panel. Setting should be as low as possible.

FIXED PANEL RETAINER INSTALLATION

Attach fixed panel retainer and bumper assembly by inserting two #8 x 1/2" self drilling screw into the main frame jambs.

(See Fig. 5) Make sure retainer grasps firmly on the "thin lip" of the fixed panel stile. Panels cannot be removed without breaking
glass with this security anchor in place.

goes toward the special fixed panel. (See Fig. 4) Press the false jamb over the wide special panel stile. Secure false jamb
using self drilling screws through the prepunched holes in the false jamb. Remove the top and bottom panel assembly screws.

Attach angle brackets at sill & head end of false jamb reinserting panel assembly screws and three #8 x 1/2" screws.
THRESHOLD COVER INSTALLATION

Install threshold cover on sill in line with fixed panel using two #6 x 3/8 self drilling screws.
LATCH INSTALLATION

SCREEN INSTALLATION

Screen goes to same side as interior panel. (See Fig. 2) Lift up and swing bottom in. Lift bottom rollers onto track. Adjustment
screws are located at top and bottom ends of screen jambs. Turn bottom screws until bottom of screen is about 3/16" off the sill.

Adjust top rollers until pressure is enough to prevent tilting when the screen is operated. Attach screen keeper to the false jamb
using two #6 x 1/2" screws provided. Check latching and adjust strike if necessary.
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